
15-1298. fm Page 1 Thursday, July 15, 1999 2:41 PM 



Cat. No. 15-1298 (Channel 3) 
Cat. No. 15-1299 (Channel 4) 




15-1298. fm Page 2 Thursday, July 15, 1999 2:41 PM 



INTRODUCTION 


Your Radio Shack TV Antenna • 
Video Signal Combiner com- 
bines a broadcast TV signal and 
a TV Channel 3 (15-1298) or 
Channel 4 (15-1299) signal 
(such as from satellite TV, a ca- 
ble box, a VCR, or a video disc 
player) into one cable so you can 
easily tune to any program 
source using your television’s 
tuner. It eliminates the need for a 
separate video selector switch. 


You can select the combiner that 
operates on a channel not used 
in your area. 
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CONNECTION 


To connect a Channel 3 or 4 vid- 
eo source, you need two 75-ohm 
coaxial cables with F-connecters 
at each end. 


If your TV’s connector is a 300- 
ohm type, you can use a 300- 
ohm to 75-ohm adapter for con- 


nection. 


You can buy both coaxial cables 
and adapters at your local Radio 
Shack store. 


1. Connect the output from 
your video source (cable TV 
converter, satellite TV, VCR, 
or video disc player) to CH3 
IN (for 15-1298) or CH4 IN 
(for 15-1299) on the back of 
the signal combiner. 


Note: Be sure to set yeur 
video source’s output to the 
channel that matches your 
signal combiner’s input 
(Channel 3 for 15-1298; 
Channel 4 for 1 5-1 299). 








2. Connect the signal com- 
biner’s TO TV connector to 
your TV’s antenna input ter- 
minal. 



3. Connect the antenna’s 
cable to the signal com- 
biner’s ANT IN connector. 
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Note: You can use a video split- 
ter/combiner (available at your 
local Radio Shack store) to split 
the signal combiner’s output and 
send the combined signals 
throughout your home. This lets 
you select either the TV antenna 
or video source from more than 
one television. 




Use only as much RG-6 coax ca- 
ble as is necessary to reach 
each TV. 
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ADJUSTMENT 


If there is a broadcast station on 
Channel 3 (15-1298) or Channel 
4 (15-1299), video and broad- 
cast signals can interfere with 
the video signal’s picture. Follow 
these steps to balance signals to 
elminate this interference. 


1. Turn on your TV and the 
video input source. 


2. Tune the TV to Channel 3 
(1 5-1 298) or Channel 4(15- 
1299). 
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3. Remove the plugs from the 
ANT ADJ and CH3 ADJ or 
CH4 ADJ controls. Adjust 
ANT ADJ for the best pic- 
ture, then adjust CH3 ADJ or 
CH4 ADJ until the interfer- 
ence disappears. 








OPERATION 


To watch a broadcast source, 
simply tune to the channel. 


To watch the video input source, 


start the source according to its 
instructions then tune your TV to 
Channel 3 (15-1298) or Channel 


4 (15-1299). 
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RADIO SHACK LIMITED WARRANTY 

This product is warranted against defects for 90 days from date of purchase from 
Radio Shack company-owned stores and authorized Radio Shack franchisees and 
deaiers. Within this period, we will repair it without charge for parts and labor. Simply 
bring your Radio Shack sales slip as proof of purchase date to any Radio Shack 
store. Warranty does not cover transportation costs. Nor does it cover a product sub- 
jected to misuse or accidentai damage. 

EXCEPT AS PROViDED HEREiN, RADiO SHACK MAKES NO EXPRESS WAR- 
RANTiES AND ANY iMPLiED WARRANTiES ARE LiMiTED iN DURATiON TO THE 
DURATiON OF THE WRiTTEN LiMiTED WARRANTiES CONTAiNED HEREiN. 
Some states do not permit iimitation or exclusion of implied warranties; therefore, the 
aforesaid iimitation(s) or exciusion(s) may not apply to the purchaser. 

This warranty gives you specific legal rights and you may also have other rights which vary from 
state to state. 
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